P/N: $802 Rev € . I ) ( Report No.CC-36787

-y ‘ Date. 03-01-4)
CERTIFICATE OF COMPLIANCE AND TEST REPORT
FOR
SFEAMLESS ALUMINUM CYLINDERS MANUFACTURED UNDER
U. S, DEPARTMENT OF TRANSPORTATION REGULATIONS, AND
TRANSPORT CANADA REGULATIONS.

MANUFACTURED [FOR: CATALINA CYLINDLRS
7300 ANACONDA AVENUE, GARDEN GROVE, CALIFORNIA 92841

MANUFACTURED BY: CATALINA CYLINDERS
7300 ANACONDA AVENUE, GARDEN GROVE, CALIFORNIA 92841

CONSIGNED To: CATALINA CYLINDERS
7300 ANACONDA AVENUE, GARDEN GROVE, CALIFORNIA 92841

CYLINDER DESCRIPTION AND DESIGN CRITERIA:

Specification: DOT-3AL3000 (TC-3ALM207) Service Pressure: 3000 psi (207 BAR)
Nominal Size 7.25 inches (184.2 nun) OD DOT Test Pressure: 5000 psi TC Test Pressure: 311 BAR
25.9 inches (657.9 mm) Long Minimum Wall: 476 inches (12.090 mm)

Nominal Volumetric Capacity: 678 Cu. In. (11.1 L)
DOT Calculated Stress at test pressure: 32640 psi.

MANUFACTURING PROCESS:

Construction:  Backward Extrusion to Form a Seamless Shell, the open end is closed by swaging.

MATERIAL AND HEAT TREATMENT: 6061 Aluminum. Solution Treatment and Artificial Aging to the 6061 T6 Condition.
REPORT DETAILS:
Quantity: 194

Cast Code: LCO Lot Numbers: 1239

MARKS STAMPED INTO THE SHOULDER OF THE CYLINDER ARE;:

Specification and Service Pressure: DOT 3AL3000

Serial Numbers: BWO0000203 to BW0000396 inclusive Test Date: 03-09

Inspector’s Mark: @
Other Marks: TC-3ALM207 CATALINA S80 25P
Manulacturer’s Symbol:  Md4002 COLTRI SUB CFE0426 PS 200 BAR TS-20/+60C PT344 BAR

I hereby certify that 1 have determined the cylinders described on this report comply with the requirements of the U. S. Department of Transportation
Specification 3AL, and Transport Canada Specification 3ALM.
Remarks:

T. H. COCHRANE LABORATORIES, LTD.
Milwaukee, W1 33225

Signed: /74‘%’ __Ql/\

Inspector

owe: _ APR 01 2009

NOTE. The cylinders that are the subject of this Test Report have been inspected in accordance with the requirements of the law and lllc‘rﬁ'gjula!'rons ol the Department
of Transportation, and Canada’s Transport Canada.  This Test Repoit is not to be taken as an indication that said eylinders are or are not safe for use. THIS TEST
REPORT DOES NOT CONSTITUTE AN EXPRESS OR IMPLIED WARRANTY.




SERTAL NUMBER RANGE:  BW0000203 to BW0000396 inclusive
Size: 725 0.D. x 259 long.

CYLINDER MANUFACTURER: CATALINA CYLINDERS

RECORD OF CHEMICAL ANALYSIS OF MATERIAL FOR CYLINDERS

Alloy Cast Type of Analysis CIHEMICAL ANALYSIS
e (Ladle or Cast) Si Fe | Cu | Mn [ Mg | e | Zo | T | Pb | Bi
6061 LCo Ladle 61 A7 | 31 | <ot | 92 | w076 | <01 | <01 | .000 | .000

Balance AL Other Elements cach <.05, Total <.15
Chemical Analysis and Cheek Analysis arc on file at the Manufacturer. Material Manufacturcr: ALCAN
The above analysis has been verificd to comply with material authorized hy the specification.

RECORD OF PHYSICAL TESTS OF MATERIAL FOR CYLINDERS

Lot No. TEST BAR YIELD STRENGTH IN Pst TENSILE STRENGTIIIN Ps1 % ELONGATION | FLATTENING TEST
(MPa) 7 (MPa)
T239 0 44,807 psi (308.9 Mpa) 49,847 psi (343.7 Mpa) 17.2 Pass
180 43,639 psi (300.9 Mpa) 50,411 psi (347.6 Mpa) 18.8

Signed: /A L//ﬁ"/\“ g&

INSPECTOR

pw: _APROT2008

Location: Garden Grove, California



RECORD OF RESIDUAL HYDROCARBON TESTING
(In Accordance with Fed Spec. RR-C-901)

Lot No. Serial Number Total Hydrocarbons Regulatory Level
(mg) Allowed (mg)
T239 BW0000203 2.9 9.00

Cerlificate of Residual Hydrocarbon Testing are on file at Manufacturer.

Certifying Entity: South Coast Pollution Control

This record of Residual Hydrocarbon Testing is provided for informational purposes only, it is not to be
considered a part of the Certificate of Compliance and Test Report to which it is attached, and has not been
certified or verified by T.H. Cochrane Laboratories, Ltd.



Record Of Hydrostatic Testing

In accordance CGA Pamphlet C-1

Manufaclurer: Catalina Cylinders / Garden Grove Test Date: 30-Mar-09
Independent Inspector: T. H. Cochrane Labs Day: Monday
Time: 2:16 PM
cylinder Type: S80.2-EW Test Station:  # 4 Hydro
Test Pressure (T/P): 5000
Cylinder Cylinder Hydro Actual Total Pemrm Ratio Empty Full  Volume o, ..
Serial Lot Jkt  T/P  Expan Expan Perm/Tot Weight Weight Capacity .
Number Number Num  (psi) (cc) (cc) (%) (Ibs) (Ibs) {cuin)
BW0000203 T239 1 5020 711 0.5 0.7 31.35 56.05 68518 P
BW0000204 T239 2 5020 69.0 0.0 0.0 31.40 5610 685.18 P
BW0000205 T239 3 5020 70.0 0.4 0.6 3145 56.15 685.18 P
BWO0000206 T239 5 5020 69.5 0.3 0.4 3140 5610 685.18 P
BW0000207 T239 5] 5020 703 0.0 0.0 31.40 5610 68518 P
BW0000208 T239 1 5020 709 0.5 0.7 31.45 56.10 683.79 P
BW0000209 T239 2 5020 68.8 0.0 0.0 31.40 56.10 685.18 P
BWO0000210 T239 3 5020 B9.7 1.0 1.4 31.40 56.10 685.18 P
BwW0000211 T239 5 5020 694 0.2 0.3 31.40 56.10 685.18 P
BW0000212 T239 6 5020 70.5 0.1 0.1 31.40 56.05 683.79 P
BW0000213 T239 1 5020 70.8 0.4 0.6 31.40 56.06 683.79 P
Bw0000214 T239 2 5020 68.9 0.0 0.0 31.40 56.05 683.79 P
BW0000215 T239 3 5020 70.0 0.3 0.4 31.35 56.05 685.18 P
BW0000216 T239 5 5020 69.5 0.3 0.4 31.35 56.05 685.18 P
BwW0000217 T239 6 5020 70.2 0.0 0.0 3140 56.05 683.79 P
BW0000218 T239 1 5020 70.8 0.5 0.7 3140 56.10 685.18 P
8wo000219 T239 2 5020 69.1 0.0 0.0 31.45 56.10 _ 683.79 P
BW0000220 T2329 3 5020 70.2 0.5 07 . 2140 5610 685.18 P
BwW0000221 T239 5 5020 69.8 0.7 1.0 31.30 56.05 686.57 P
Bw0000222 T239 6 5020 70.6 0.3 0.4 31.35 56.10 686.57 P
Bwo0000223 T239 1 5000 70.5 0.1 0.1 3140 56.10 ©685.18 P
Bw0000224 T239 2 5000 68.8 0.0 0.0 31.40 56.15 686.57 P
8wW0000225 T239 3 5000 696 0.0 0.0 3145 56.05 68240 P
BW0000226 T239 5 5000 69.0 0.0 0.0 3135 56.15 687.95 P
Bw0000227 T239 6 5000 70.2 0.0 0.0 3140 56.05 683.79 P
BW0000228 T239 1 5020 70.7 0.2 0.3 31.40 5610 685.18 P
BW0000229 T239 2 5020 69.4 0.0 0.0 3145 56.10 683.79 P
BW0000230 T239 3 5020 69.9 0.0 0.0 3140 56.10 685.18 P
BW0000231 T239 5 5020 69.5 0.3 0.4 31.40 56.15 686.57 P
BW0000232 T239 6 5020 70.5 0.1 0.1 31.35 56.05 685.18 P
BwW0000233 T239 1 5020 709 04 08 3135 56.05 685.18 P
BWO0000234 T239 2 5020 69.0 0.0 0.0 31.40 56.05 683.79 P
BWO0000235 T239 3 5020 69.8 0.8 11 3140 56.05 683.79 P
BWO0000236 T239 5 5020 69.6 0.5 0.7 3135 56.10 686.57 P
8wo0000237 T239 6 5020 70.4 0.1 0.1 3140 56.05 683.79 P
BW0000238 T239 1 5020 70.8 0.4 0.6 3140 56.05 683.79 P
BW0000239 T239 2 5020 69.2 0.0 0.0 3140 56.05 683.79 P
BW0000240 T239 3 5020 69.9 0.4 0.6 3140 56.05 683.79 P
BW0000241 T239 5 5020 69.6 0.7 1.0 3140 56.10 685.18 P
BwW0000242 T239 6 5020 70.3 0.3 0.4 31.40 56.10 6B85.18 P
BW0000243 T239 1 5000  70.7 0.3 0.4 31.40 56.10 685.18 P
BwW0000244 T239 2 5000 68.8 0.0 0.0 31.40 56.10 685.18 P
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Record Of Hydrostatic Testing

In accordance CGA Pamphlet C-1

Manufaciurer: Calalina Cylinders / Garden Grove Test Date: 30-Mar-09
Independent Inspector: T. H. Cochrane Labs Day: Monday
Time: 2:16 PM
Cylinder Type: $80.2-EW Test Station:  # 4 Hydro
Test Pressure (T/P): 5000
Cylinder Cylinder Hydro Actual Total Perm Rato Emply  Full  Volume ... .
Serial Lot Jit  T/P  Expan Expan Perm/Tol Weight Weight Capacity ..
Number Number Num  (psi) {cc) (cc) (%) (Ibs) (lbs) - (cuin)
BwW0000245 T239 3 5000 69.9 0.3 0.4 31.40 56.05 683.79 P
BW0000246 T239 5 5000 69.6 0.5 0.7 31.45 56.10 683.79 P
BWO0000247 T239 6 5000 70.3 0.1 0.1 3140 56.15 686.57 P
BW0000248 T239 1 5020 71.0 0.5 0.7 3135 56.05 685.18 P
BW0000249 T239 2 5020 $9.0 0.0 0.0 31.40 56.10 685.18 P
#wW0000250 T239 3 5020 70.0 0.2 0.3 31.30 56.10 687.95 P
BWO0000251 T239 5 5020 69.6 0.4 0.6 31.40 56.05 683.79 P
BW0000252 T239 6 5020 70.3 0.1 0.1 31.40 56.10 685.18 P
&w0000253 T239 1 5020 70.8 0.5 0.7 31.40 56.05 683.79 P
BW0000254 T239 2 5020 694 0.2 0.3 31.40 56.10 685.18 P
BwW0000255 T239 3 5020 699 0.4 0.6 31.35 56.00 683.79 P
BW0000256 T239 5 5020 69.6 0.6 0.9 31.35 56.10 686.57 P
BW0000257 T239 6 5020 705 0.5 0.7 3140 56.05 683.79 P
BWO0000258 T239 1 5020 70.9 0.4 0.6 31.35 56.10 686.57 P
AW0000259 T239 2 5020 69.7 0.2 0.3 31.35 56.05 685.18 P
BwW0000260 T239 3 5020 70.0 0.3 0.4 3145 56.10 683.79 P
BwW0000261 T239 5 5020 70.0 0.9 1.3 31.35 56.05 685.18 P
BW0000262 T239 8 5020 704 Q.2 03 3140 56.05 683.79 P
Bw0000263 T239 1 5000 70.7 0.4 0.6 31.40 56.05 683.79 P
AW0000264 T239 2 5000 693 0.6 0.9 31.40 56.10 ©685.18 P
BW0000265 T239 3 5000 69.8 0.7 1.0 31.40 56.10 685.18 P
BW0000266 T239 5 5000 69.4 0.4 0.6 3140 56.05 683.79 P
Bw0000267 T239 6 5000 704 0.3 0.4 31.40 56.05 683.79 P
BAWO0000268 T239 1 5000 709 06 0.8 31.40 56.10 685.18 P
BW0000269 T239 2 5000 ©69.2 1.0 14 3140 5615 686.57 P
BW0000270 T239 3 5000 70.0 0.2 0.3 3145 5610 683.79 P
BW0000271 T239 5 5000 69.8 0.8 1.1 3140 5610 685.18 P
BW0D00272 T239 6 5000 70.6 0.4 0.6 3140 56.05 683.79 P
BwW0000273 T239 1 5020 701 0.0 0.0 31.40 56.10 685.18 P
8W0000274 T239 2 5020 689 0.0 0.0 31.40 56.10 685.18 P
BW0000275 T239 3 5020 691 0.0 0.0 3145 56.10 683.79 P
BW0000276 T239 5 5020 68.7 0.0 0.0 31.40 56.10 685.18 P
BwW0000277 T239 6 5020 69.5 0.0 0.0 31.45 56.15 685.18 P
BwW0000278 T239 1 5020 70.3 0.1 0.1 3145 56.15 685.18 P
BwW0000279 T239 2 5020 69.2 0.0 0.0 3140 56.15 686.57 P
BwW0000280 T239 3 5020 69.5 0.0 0.0 3140 56.15 686.57 P
BW0000281 T239 5 5020 69.2 06 0.9 3140 56.10 685.18 P
BW0000282 T239 6 5020 708 04 06 3140 5615 686.57 P
BW0000283 T239 1 5000 706 0.3 0.4 31.40 56.10 685.18 P
BW0000284 T239 2 5000 69.1 0.0 0.0 31.40 56.10 685.18 P
BW0000285 T239 3 5000 69.9 06 0.9 3140 56.10 685.18 P
BwW0000286 T239 5 5000 69.4 0.3 0.4 31.35 56.05 685.18 P
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Record Of Hydrostatic Testing
In accordance CGA Pamphlet C-1

Manufacturer: Calalina Cylinders / Garden Grove Test Date: 30-Mar-09
Independent Inspector: T. H. Cochrane Labs Day: Monday
Time: 2:16 PM
Cylinder Type: S80.2-EW Test Station:  # 4 Hydro

Test Pressure (T/P): 5000

Cylinder  Cylinder Hydro Actual Total Perm Rato Emply Full  Volume
Serial Lot Jkt T/P  Expan Expan Perm/Tot Weight Weight Capacily
Number Number Num  (psi) (cc) (cc) (%) (Ibs) (ibs) (cuin)
BWO0000287 T239 5000 70.5 0.9 1.3 31.35 56.05 685.18
BW0000288 T239 5020 70.9 0.5 0.7 3140 56.05 683.79
BW0000289 T239 5020 68.9 0.0 0.0 3140 5610 68518
BW0000290 T239 5020 69.9 0.2 03 3140 56.10 685.18
BWO0000291 T239 5020 659.6 0.4 0.6 31.40 56.10 68518
BWO0000292 T239 5020 70.7 0.5 0.7 3160 5610 679.63
BwWo0000293 T239 5000 70.7 0.3 0.4 31.40 56.05 683.79
BW0D00294 T239 5000 69.0 0.0 0.0 31.45 56.05 682.40
BW0000295 T239 5000 70.0 0.5 0.7 31.35 56.10 686.57
BW0000296 T239 5000 69.5 0.5 0.7 31.40 56.05 683.79
BWO0000297 T239 5000 70.1 0.0 0.0 3145 56.10 683.79
BW0000298 T239 5020 71.1 0.7 1.0 31.40 56.10 685.18
BW0000299 T239 5020 68.9 03 0.4 3140 56.05 683.79
BW0000300 T239 5020 69.9 0.2 0.3 31.40 56.10 685.18
BW0000301 T239 5020 69.8 0.5 0.7 3140 56.10 685.18
BwW0000302 T239 5020 706 0.1 0.1 31.35 58.10 686.57
BW0000303 T239 5020 70.7 0.5 0.7 31.40 56.05 683.79
BWOOO{)SOJ. T239 5020 68.9 0.0 0.0 31.40 56.05 683.79
BW0000305 T239 5020 69.7 0.2 0.3 31.45 56.05 682.40
BW0000306 T239 5020 69.6 0.7 1.0 3140 56.10 685.18
BWO0000307 T239 5020 70.4 04 0.6 31.35 56.05 685.18
BW0000308 T239 5000 70.7 0.2 0.3 31.45 56.15 685.18
BW0000309 T239 5000 68.8 0.0 0.0 3140 56.10 685.18
BWO0000310 T239 5000 70.0 0.3 0.4 3140 56.10 68518
BWO0000211 T239 5000 69.4 0.2 0.3 31.40 56.10 68518
BW0000312 T239 5000 70.2 0.0 0.0 3145 56.05 68240
BwW0000313 T239 5020 70.7 04 0.6 31.35 56.00 683.79
BW0000314 T239 5020 68.5 0.0 0.0 31.35 5B.15 687.95
BW0000315 T239 5020 69.5 0.0 0.0 31.50 56.10 682.40
8wW0000316 5020 69.4 0.8 1.2 3140 56.10 685.18
5020 70.3 0.3 0.4 3140 56.10 685.18

ass or
Fail
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Record Of Hydrostatic Testing

In accordance CGA Pamphlet C-1

Manufacturer: Catalina Cylinders / Garden Grove Test Date: 31-Mar-09
Independent Inspector: T. H. Cochrane Labs Day: Tuesday
Time: 5:51 AM
Cylinder Type: $80.2-BW Test Station: # 4 Hyd ro
Tesl Pressure (T/P): 5000
Cylinder ~ Cylinder Hydro Actual Total Perm Ratio Empty Full  Volume s
Serial Lot Jkt - T/P - Expan Expan Perm/Tot Weight Weight Capacity = ail
Number Number Num  (psi) (cc) (cc) (%) (Ibs) {Ibs) (cuin)
BW0000318 T239 1 5000 70.2 0.0 0.0 31.40 56.10 685.18 P
BW0000319 T239 2 5000 689 0.0 0.0 31.40 56.10 685.18 P
BW0000320 T239 3 5000 69.5 0.3 0.4 31.40 56.10 685.18 P
BW0000321 T239 5 5000 69.1 0.0 0.0 31.40 56.10 685.18 P
BWO0000322 T239 B 5000 70.0 0.0 0.0 3140 56.10 68518 P
BW0000323 T239 1 5000 70.5 0.2 0.3 3140 56.10 685.18 P
BW0000324 T239 2 5000 68.8 0.0 0.0 3140 56.00 68240 P
BW0000325 T239 3 5000 B9.7 0.2 0.3 31.40 56.00 68240 P
BWO0000326 T239 5 5000 691 0.0 0.0 3140 56.00 68240 P
BW0000327 T239 6 5000 70.0 0.0 0.0 31.40 56.05 683.79 P
BW0000328 T239 1 5000 703 0.0 0.0 3140 56.05 683.79 P
BW0000329 T239 2 5000 69.2 0.0 0.0 3140 56.05 683.79 P
BW0000330 T239 3 5000 69.5 0.0 0.0 3140 56.05 683.79 P
BWO0000331 T239 5 5000 69.2 0.0 0.0 31.40 56.00 682.40 P
BW0000332 T239 6 5000 70.3 0.0 0.0 3140 56.00 68240 P
BWO0000333 T239 1 5020 70.7 0.1 0.1 31.40 56.05 683.79 P
BWO0000334 T239 2 5020 68.7 0.0 0.0 31.40 56.05 683.79 P
BWO0000335 T239 3 5020 697 0.0 0.0 3140 5605 ©83.79 P
BWO0000336 T239 5 5020 69.1 0.0 0.0 3140 56.05 683.79 P
BWO0000337 T239 6 5020 69.9 0.0 0.0 3140 56.05 683.79 P
BW0000338 T239 1 5000 70.7 0.4 0.6 3140 56.05 683.79 P
BWO0000339 T239 2 5000 68.8 0.0 0.0 31.40 56.05 683.79 P
BW0000340 T239 3 5000 696 0.0 0.0 31.40 56.00 68240 P
BWO0000341 T239 5 5000 694 0.2 0.3 31.40 56,05 683.79 P
BW0000342 T239 6 5000 701 0.0 0.0 3140 56.00 682.40 P
BWO0000343 T239 1 5000 70.3 0.1 0.1 3140 56.00 68240 P
BW0000344 T239 2 5000 686 0.0 0.0 31.40 5595 681.02 P
BW0000345 1239 3 5000 69.7 0.2 0.3 3140 5595 681.02 P
BWO0000346 T239 5 5000 69.3 0.1 0.1 3140 5595 681.02 P
BWO0000347 T239 6 5000 69.9 0.0 0.0 3140 5595 68102 - P
BWOQ000348 T239 1 5020 70.7 0.2 03 3135 56.00 683.79 P
BWO0000349 T239 2 5020 69.0 0.0 0.0 31.35 56.05 685.18 P
BW0000350 T239 3 5020 69.9 0.1 0.1 31.35 56.00 683.79 P
BW0000351 T239 5 5020 694 0.2 0.3 31.35 56.05 685.18 P
BWO0000352 T239 6 5020 70.2 0.0 0.0 31.35 56.00 683.79 P
BWO0000353 T239 1 5000 70.3 0.0 0.0 31.35 56.00 683.79 P
BWO0000354 T239 2 5000 686 0.0 0.0 31.35 56.05 685.18 P
BWO0000355 T239 3 5000 69.6 0.0 0.0 3140 56.05 683.79 P
BWO0000356 T239 5 5000 69.1 0.0 0.0 31.40 56.10 685.18 P
BWQ0000357 T239 6 5000 699 0.0 0.0 3140 56.05 683.79 P
BWO0000358 T239 1 5000 70.4 0.1 0.1 3140 5605 683.79 P
BWO0000359 T239 2 5000 684 0.2 0.3 3140 56.00 682.40 P
Page 1 of 2
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Record Of Hydrostatic Testing

In accordance CGA Pamphlet C-1

Manufaclurer: Calalina Cylinders / Garden Grove Test Date: 31-Mar-09
Independent Inspeclor: T. H. Cochrane Labs Day: Tuesday
Time: 5:51 AM
cylinder Type: S80.2-BW Test Station: # 4 Hydro
Test Pressure (T/P): 5000
Cylinder  Cylinder Hydro Actual Total Perm Ratio Emply Full  Volume o, .
Serial Lot Jkt  T/P  Expan Expan Perm/Tot Weight Weight Capacity (..
Number Number Num  (psi) (cc) (cc) (%) (Ibs) (Ibs) (cu in)
BW0000360 T239 3 5000 694 0.0 0.0 31.40 56.10 685.18 P
BWO0000361 T239 5 5000 69.1 0.2 0.3 3140 56.10 685.18 P
BWO0000362 T239 6 5000 69.8 0.0 0.0 3140 5610 685.18 P
BW0000363 T239 1 5020 69.8 0.0 0.0 3140 56.056 683.79 P
BWO0000364 T239 2 5020 63.8 0.0 0.0 31.40 5610 68518 P
BWO0000365 T239 3 5020 69.1 0.0 0.0 3140 56.05 683.79 P
BW0000366 T239 5 5020 686 0.0 0.0 3140 56.00 68240 P
BWO0000367 T239 6 5020 69.5 0.0 0.0 3140 56.05 683.79 P
BWO0000368 T239 1 5000 69.8 0.0 0.0 3140 56.05 683.79 P
BW0000369 T239 2 5000 68.4 0.0 00 3140 5605 683.79 P
BWO0000370 T239 3 5000 68.8 0.0 0.0 3140 56.05 683.79 P
BWO0000371 T239 5 5000 68.4 0.0 0.0 31.35 56.10 686.57 P
BWO0000372 T239 6 5000 69.3 0.0 0.0 3140 56.10 685.18 P
BWO0000373 T239 1 5020 70.5 0.2 0.3 3140 56.05 683.79 P
BW0000374 T239 2 5020 69.3 0.0 0.0 3140 56.10 685.18 P
BWO0000375 T239 3 5020 696 0.3 0.4 3140 56.05 683.79 P
BWO0000376 T239 5 5020 69.3 0.2 0.3 3135 56.05 685.18 P
BWQ000377 T239 6 5020 701 0.0 0.0 3140 56.00 68240 P
BWQ0000378 T239 1 5000 70.6 0.2 0.3 3140 56.05 683.79 P
BWO0000379 T239 2 5000 69.2 0.0 0.0 3140 56.10 685.18 P
BW0000380 T239 3 5000 69.8 0.0 0.0 3140 5610 685.18 P
BWO0000381 T239 5 5000 69.3 0.1 0.1 3140 56.05 683.79 P
BWO0000382 T239 6 5000 70.4 0.0 0.0 31.35 56.05 685.18 P
BW0000383 T239 1 5000 70.5 0.0 0.0 3140 56.00 682.40 P
BW0000284 T239 2 5000 69.3 0.0 0.0 31.40 56.00 68240 P
BW0000385 T239 3 5000 69.7 0.0 0.0 3140 56.05 683.79 P
BW0000386 T239 5 5000 69.2 0.0 0.0 31.35 56.05 685.18 P
BWO0000387 T239 6 5000 70.2 0.0 0.0 31.35 5605 68518 P
BWO0000388 T239 1 5020 711 0.1 01 3140 56.00 68240 P
BWO0000389 T239 2 5020 69.7 0.2 03 31.40 56.00 68240 P
BWO0000390 T239 3 5020 70.3 0.2 03 3140 56.05 683.79 P
BWO0000391 T239 5 5020 69.9 0.4 0.6 3140 56.05 683.79 P
BW0000392 T239 6 5020 70.6 0.0 0.0 3140 56.05 683.79 P
BWO0000393 T239 1 5000 70.1 0.0 0.0 31.35 56.05 685.18 P
BW0000394 T239 2 5000 68.9 0.0 0.0 31.35 56.05 685.18 P
BWO0000395 T239 3 5000 69.3 0.0 0.0 31.35 56.00 683.79 P
BW0000396 T239 5 5000 68.8 0.0 0.0 31.35 56.05 68518 P
Page 2 of 2



T. H. COCHRANE LABORATORIES, LTD.

Signature Page of Certifying Inspector for DOT/TC Certificate of Compliance and Test Report No_( iﬁ i W%/]

I hereby certify that [ have determined the cylinders described on this report comply with the requirements of the U. .
Department of Transportation Specification 3AL, and Transport Canada Specification 3ALM.

T. H. COCHRANE LABORATORIES, LTD.
Milwaukee, Wisconsin

Signed: Z:H S psn

Certifying Inspector




DICHIARAZIONE DI CONFORMITA’
DECLARATION OF CONFORMITY

in accordo all’allegato VIl della Direttiva 97/23/CE
in accordance to annex VIl of the Directive 97/23/CE

Dichiariamo sotto la nostra responsabilita che la progettazione, la fabbricazione, i controlli e le
prove della attrezzatura a pressione sotto specificata &€ conforme alle disposizioni applicabili
della Direttiva 97/23/CE.

We declare under our responsability that the design, manufacturing, inspection and tests of the
pressure equipment listed below meet the applicable requirements of the Directive 97/23/CE.

Descrizione attrezzatura

Equipment description Bombola per autorespiratori

Cylinder for breather apparatus

Fam./ Tipo N. Fabbica Capacita (L) Disegno N.
Fam./Type Serial No. Volume Dwg.No.
B1/S80 Da/From BW0000203 a/fo BW0000396 111 B1.DW.01

Pressione max ammissibile PS bar 200

Max allowable pressure

Temperatura min./max TS °C| -20/+60

Min. / Max temperature

Pressione di prova idraulica PT bar 344

HydraulicTest pressure

Categoria di appartenenza m
Applied category according to article 3 and Annex Il

Procedure di valutazione di conformita utilizzate B+ C1
Conformity assessment procedures used
Ente notificato .
Notified body (n.0426) ITALCERT V.le Sarca, 336 — 20126 Milano |
Certificato di esame CE di tipo
EC type-examination certificate PED106 AT 002 Rev. 1
Attestato di conformita
Conformity certificate module C1 PED106 AC 002 Rev. 1
. - EN 1975
Norme tecniche utilizzzate DOT - 3AL
Technical standards used TC — 3ALM
Eventuali altre direttive applicate )
Other European Directives applied to the vessel
/‘/—\
AEROTECHICA COLTRI S.p.A,
L Afy ii;'}l:;?jitore
San Mattino della Battaglia, 10-04-2009 W\if!%ofrn e
Data/date Il Costruttore / Manufacturer

B1DC 01 Rev.1
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