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ZERTIFIKAT © CERTIFICATE ¢

Attestation of Conformity Product Service
No. E8A 1510 93791 001

Holder of Certificate: AEROTECNICA COLTRI S.p.A.
Via dei Colli Storici 177
25010 San Martino della Battaglia (BS)
ITALY

Name of Object: Air compressors

This Attestation of Conformity is issued on a voluntary basis according to the Directive
2014/30/EU relating to electromagnetic compatibility. It confirms that the listed apparatus
complies with all essential requirements of the directive and is based on the technical
specifications applicable at the time of issuance. It refers only to the particular sample submitted
for testing and certification. See also notes overleaf.

Test report no.: EMC15/186.01

Gt
Date, 2015-10-26 ( Giugeppe Mecchia )

After preparation of the necessary technical documentation as well as the EU
declaration of conformity the required CE marking can be affixed on the product. That
declaration of conformity is issued under the sole responsibility of the manufacturer.
Other relevant EU-directives have to be observed.
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ZERTIFIKAT @ CERTIFICATE ¢

Attestation of Conformity
No. E8A 1510 93791 001

Product Service

Model(s): MCH 6, MCH 8, MCH 11, MCH 13, MCH 16, MCH 18,
MCH 22, MCH 26, MCH 30, MCH 32, MCH 36

Description of Model Rated Voltage
Object: MCH 6 230 vV~
230 V~
400 V 3~
400 V 3~
MCH 8 230 V~
MCH 11 230 V~
MCH 13 230 V~
400 V 3~
MCH 16 230 V~
400 V 3~
MCH 18 230 V~
400 V 3~
MCH 22 400V 3~
MCH 26 230 V~
400 V 3~
MCH 30 400 V 3~
MCH 32 230 V~
400 V 3~
MCH 36 400 V 3~
Tested EN 55014-1:2006/A2:2011

according to:

EN 61000-3-2:2014

EN 61000-3-3:2013
EN 61000-6-2:2005
EN 61000-6-3:2007/A1:2011

S
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Rated Power
2.2 kW
3 kW
2,2 kW
3 kw

3 kW
4 kW
4 kw
4 kW
5,5 kW
5,5 kw
7,5 kW
7.5 kW
7,5 KW
8 kW

8 kW
9,2 kW
11 kW
11 kW
11 kW

Ridlerstrale 65 - 80339 Miinchen -

Flow Rate
6 mc/h
6 mc/h
6 mc/h
6 mc/h
8 mc/h
11 mc/h
13 me/h
13 mc/h
16 mc/h
16 mc/h
18 mc/h
18 mc/h
22 mc/h
26 mc/h
26 mc/h
30 mc/h
32 mc/h
32 me/h
36 mc/h

Germany L5)Y)





